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ABSTRACT  11 
Fluidized bed coating is an important technique in the food powder industry, where often 12 
particles of a wide size distribution are dealt with. In this paper, glass beads of different particle size 13 
distribution were coated with sodium caseinate in a top-spray fluid bed unit. Positron Emission Particle 14 
Tracking (PEPT) was used to visualize and quantify the particle motion in the fluidized bed. Confocal 15 
Laser Scanning Microscopy combined with image analysis were used to investigate the effect of core 16 
particle size and its distribution on the thickness and quality of the coating. Particle size significantly 17 
affected the thickness and quality of the coating, due to differences in the corresponding fluidization 18 
patterns, as corroborated by PEPT observations. As the particle size distribution becomes narrower, 19 
segregation is less likely to occur. This results in a thicker coating which is, however, less uniform 20 
compared to when cores of a wider particle size distribution are spray coated. 21 
 22 
Key words: food powder, fluidized bed coating, Confocal Laser Scanning Microscopy, Positron 23 
Emission Particle Tracking, coating quality. 24 
 25 
1. INTRODUCTION 26 
Fluidized bed coating, traditionally utilised in the domain of pharmaceutical industries, has 27 
evolved to an important technique in food industry. This process enables to encapsulate solid 28 
microparticles (Risch & Reineccius, 1995) of sizes between 50 and 1000m, which remain in 29 
suspension by an upward moving heated air stream entering the bed via the bottom of the reactor 30 
*Manuscript
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 2 
through an air distributor. The aqueous coating material is sprayed in the form of very small droplets of 31 
10-40 m (Vanderroost et al., 2011) by a nozzle placed above the fluidized bed working at a selected 32 
atomization air pressure. While travelling through the bed, both solid particles and coating material 33 
droplets exchange mass and heat with one another, with the air contained in the bed and with the 34 
reactor wall. As the process progresses, the coating solution repeatedly wets the surface of the solids 35 
and dries, which results in the coating of the core material. 36 
A variety of core materials have been investigated in fluidization studies, such as sand, silica 37 
gel, alumina, limestone (Harris et al., 2003), or anhydrous sodium sulphate (Hede et al., 2007). More 38 
realistic food cores, such as sucrose/starch beads, have also been used (Depypere et al., 2009a). 39 
Glass has been frequently used as a model core material, which involves a significant simplification as 40 
opposed to real food powders. Glass microbeads are spherical, inert, non-porous and their size 41 
distribution is narrower than that of real food powders. Some examples of coating materials are 42 
maltodextrin (Ronsse et al., 2011), sodium caseinate and gelatin hydrolysate (Depypere et al., 2009a). 43 
In the latter study, it was found that the sodium caseinate solution spray and the resulting coating 44 
hardly influenced the motion patterns of the fluidized particles. This was not the case for gelatin 45 
hydrolysate, whose higher stickiness led to an overall slowed down solids particle motion. 46 
According to Vanderroost et al. (2011), the quality of the coating process taking place in a 47 
fluidized bed is largely determined by the spray characteristics and the particle motion. Larsen et al. 48 
(2003) stated that the control of a coating process has been traditionally based on set points for the 49 
most critical process variables (spray rate, process airflow, nozzle atomizing airflow, inlet air 50 
temperature and humidity…) and the practical experience of the operator. If formulation or process 51 
conditions are incorrectly chosen, a poor product quality will be the result (Hede et al., 2007). Previous 52 
studies have aimed to contribute to the understanding of how these factors affect the particle motion in 53 
the reactor (Depypere et al., 2009a) but, to the best of our knowledge, there are no studies reported in 54 
which the relationship with the final quality of the coating on the solid particles has been described.  55 
For the purpose of particle coating process control, the measurement of the coating thickness 56 
is needed. If the coating is too thin, it will not succeed in its required performance (controlled release, 57 
protection of the core material…), and if it is too thick delayed release will result, as well as increased 58 
coating process times and increased costs (Andersson et al., 1999). The quality of the coating film can 59 
be assessed by the combined use of Confocal Laser Scanning Microscopy (CLSM) and image 60 
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analysis. CLSM has proved its usefulness in food science (Dürrenberger et al., 2001). This 61 
microscopy technique forms a bridge between light and electron microscopy, displaying a high 62 
magnifying power and no need for extensive sample preparation, as samples can be observed in their 63 
natural state. CLSM allows the operator to optically section the microparticle at any desired plane, 64 
through exclusion of fluorescence emitted from any region of the sample other than the focal plane 65 
under study. Moreover, the core and the coating materials can be distinguished on the basis of a 66 
difference in fluorescence intensity (Anderson et al., 2000). The combination of CLSM with 67 
computational image analysis allows for the quantification of the coating thickness (Lamprecht et al., 68 
2000). However, an average coating thickness on itself may not adequately characterize a population 69 
of coated microparticles. Some other important data to characterize the quality of the coating are the 70 
intra-particle and inter-particle coating variability, the coating uniformity and the presence of coating 71 
deficiencies (Depypere et al., 2009b).  72 
This work aimed to assess the coating thickness and quality of glass microparticles produced 73 
by fluidized bed coating, based on the use of CLSM and image analysis. Experiments were set up in 74 
which the width of the core particle size distribution was varied and Positron Emission Particle 75 
Tracking experiments were performed to assess the resulting particle motion in the tapered fluid bed. 76 
The extent of particle segregation during fluid bed processing was tested for its influence on the 77 
coating thickness and quality. 78 
 79 
2. MATERIALS AND METHODS 80 
 81 
2.1. Core and coating materials 82 
Spherical glass beads (Microbeads®, Sovitec, Belgium) of three different size ranges (named 83 
AF, AC and C) were used as core material for the top-spray fluidized bed coating experiments. Their 84 
general properties (average diameters, density and shape) are reported in Table 1. The particle size 85 
distribution of the investigated powders was measured with a laser diffraction device (Mastersizer S) 86 
equipped with a MSX-64 Dry Powder Feeder (Malvern, United Kingdom), a 300 mm lens (0.5-900 m) 87 
and a 1000 mm lens (4-3500 m). Both a surface weighted average diameter (d32) and a volume 88 
weighted average diameter (d43) were calculated based on 10 replicates. Particle density (p) was 89 
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measured via toluene pycnometry at 25°C (5 replicates) and particle shape was analysed using a 90 
Leitz Diaplan light microscope equipped with a Nikon Coolpix 4500 digital camera.  91 
A sodium caseinate aqueous solution (10%w/w) was used as coating material. The protein 92 
was provided by Armor protein (France). The coating solution was prepared by staining demineralised 93 
water with 3 ppm Rhodamine B (Acros Organics, Belgium) prior to dispersing the protein. Rhodamine 94 
B is perfectly soluble in water and allows for further observation by CLSM. The mass of sodium 95 
caseinate required for each experiment was calculated with equation 1 (Dewettinck et al., 1998; 96 
Depypere et al., 2009b), aiming for a 5 m coating thickness (dc) in glass beads AC, assuming that the 97 






























pc     (eq.1) 99 
where Mc and Mp are the mass of coating dry matter and fluidized powder (kg), respectively, p is the 100 
particle density of the core particles (kg/m
3
) and c is the density of the coating material (944 kg/m
3
), 101 
which was obtained through toluene pycnometry.  102 
 103 
2.2. Fluidized bed coating experiments 104 
A laboratory-scale fluidized bed (Glatt GPCG-1, Glatt GmbH, Germany) with a tapered 105 
stainless steel vessel (560mm height, 8.1° inclination) and a steel woven wire mesh distributor was 106 
used for all the experiments. The diameters of the distributor and upper section of the chamber were 107 
140 and 300mm, respectively. The nozzle was installed at 121 mm above the distributor. A more 108 
detailed description of the equipment can be found in Depypere et al. (2005). The temperature of the 109 
fluidisation air entering the system was set at 75°C, and 750g of bulk material (either glass beads AC 110 
or a 33% w/w mixture of glass beads AF/AC/C) was introduced into the bed. The filter on top of the 111 
reactor was automatically shaken to introduce solid particles back to the fluidized bed. A vane probe 112 
(Testo, Belgium) was used to measure the air flow rate inside the system. Every experiment was 113 
performed at 81 m
3
/h air flow rate, corresponding to a superficial air velocity across the distributor of 114 
1.5 m/s. The relative humidity or the inlet air was 61% (± 1%) in all experiments. The solution was 115 
pumped to the system at 5 g/min. An atomisation pressure of 3 bar was selected to operate the two-116 
fluid nozzle (Zweistoffdüse Modell 970/S0, Düsen-Schlick, Germany). 117 
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 118 
2.3. CLSM procedure 119 
The CLSM images of the coated glass beads were obtained with a Bio-Rad Radiance 2000 120 
confocal laser scanning microscopy system (Bio-Rad, United Kingdom), attached to a Nikon Eclipse 121 
TE300 inverted fluorescence microscope (Bio-Rad, UK). A He/Ne-laser with a laser power of 1.4 mW, 122 
generating a green excitation line of 543 nm was used. Rhodamine B, originating from the coating,was 123 
detected on a photomultiplier using a HQ590/70 filter. All confocal images were taken with a Nikon S 124 
Fluor 40x objective (oil immersion, NA 1.30). This lens was operated at a working distance of 0.22 125 
mm. All settings for the confocal microscope and the imaging of the microparticles were computer 126 
controlled through the software Lasersharp 2000 version 5.2 (Bio-Rad, UK). The following settings 127 
were used: laser power (30% of the maximum power), scan speed (500 lines per second), iris (6.0), 128 
gain (5.4) and offset (1.0). 129 
A small amount of coated particles was dispersed in immersion oil (Merck, Germany, 130 
refractive index: 1.515) on a cover glass. As the refraction index of the glass beads and the immersion 131 
oil were identical, spherical aberration problems were minimised. The objective lens, located below the 132 
sample, was covered with immersion oil and was allowed to approach the bottom of the cover glass, 133 
until the sample was in focus. Upon changing the position of the focus motor, a sample was scanned 134 
in the vertical direction (viewing axis or z-axis).  135 
Only images of the equatorial slice of glass beads were recorded. Through the selection of 136 
appropriate CLSM settings, as defined above, it was assured that the image was neither 137 
undersaturated nor oversaturated, as this would lead to the underestimation or the overestimation of 138 
the coating thickness, respectively. Using a 40x magnification lens, the confocal image covered an 139 
area of 272.9 x 272.9 m
2
. Given that digital image files of 512 x 512 pixel resolution were recorded, 140 
the area of the pixel was about 0.533x0.533m
2
, and using this conversion factor, the actual 141 
thickness of the coatings could be calculated. 142 
 143 
2.4. Image analysis, coating quality assessment and statistical analysis 144 
Figure 1 briefly describes the protocol followed to obtain the raw coating thickness data from 145 
the CLSM images of the coated glass beads. Image analysis of the digital recordings was performed 146 
using the software Image J 1.32j (National Institutes of Health, USA), following the protocol described 147 
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by Depypere et al. (2009b). For every single glass bead, a distribution of coating thicknesses, 148 
corresponding to the 360 values obtained every degree around the perimeter of the spherical core 149 
particle, was acquired. From this distribution, three parameters were derived to describe the coating of 150 
that microparticle: the average coating thickness dc,avg (measure of the overall coating content), the 151 
standard deviation of the coating thickness distribution dc,stdev (measure of the coating heterogeneity) 152 
and the minimal value dc,min (measure of the occurrence of imperfections). Additionally, the coating 153 
quality of an individual coated glass bead was defined as the ratio of the average coating thickness 154 
(dc,avg) to the standard deviation of the coating thickness distribution (dc,stdev). The higher this ratio, i.e., 155 
the thicker a coating of equal homogeneity is, or the more homogeneous the coating thickness 156 
distribution around a same average value is, the better the coating quality (Depypere et al., 2009b). 157 
To analyze the effect of different factors on the coating quality of glass beads, a number of 158 
microparticles from each experiment, representative of the bulk population, had to be investigated. In 159 
accordance with Depypere et al. (2009b), analysing 50 microparticles per batch proved to be 160 
adequate. Once the four parameters listed above were obtained from each individual particle, these 161 
were averaged over the random factor “particle”. To find whether these parameters differed 162 
significantly between different experiments, analysis of variance (ANOVA) tests were performed using 163 
Statgraphics Plus (Manugistics Corp., Rockville, MD). Fisher’s least significant difference (LSD) 164 
procedure was used. 165 
 166 
2.5. Positron Emission Particle Tracking (PEPT) protocol 167 
Positron Emission Particle Tracking (PEPT) is one of the few available non-invasive methods 168 
able to visualize and quantify the particle motion in real equipment. A single tracer was labeled with a 169 
radioisotope (fluorine-18) and introduced into the system. Upon decay of this radioisotope, positrons 170 
are released which annihilate with neighbouring electrons and hereby produce a pair of back-to-back 171 
-rays. By detecting multiple successive -ray pairs the tracer can be located with high spatial and 172 
temporal resolution using triangulation. The PEPT technique is described more in detail by Parker et al 173 
(1993, 2002). For glass beads belonging to a specific particle size, a single particle with hydrodynamic 174 
characteristics representative of the bulk material, i.e., with a mean particle size, was selected from 175 
the bulk powder and activated through surface adsorption (Depypere et al., 2009a). 176 
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The fluid bed device was positioned between the two camera detectors, having a useful cross 177 
sectional area of 500 x 400mm
2
 and separated from each other by 609 mm. The region of interest – 178 
the product container and the expansion chamber – was situated within the borders of the detection 179 
window. In a first test with the mixture of AF/AC/C core particles, the motion of a tracer particle 180 
representative of the AF fraction was followed, while in the second test, a big (C) particle was selected 181 
as the tracer. Finally, it was also tested whether segregation occurred between small and large 182 
particles belonging to a same grade of glass beads.  183 
Depypere et al. (2009a) also described in more details techniques used to extract further 184 
quantitative information from the tracer location data: the expanded bed height, the total circulation 185 
time () and the frequencies of particles entering a specific zone. Based on the expanded bed height, 186 
the powder bed was divided into three parts: a bottom-section extending from the bottom to 25% of 187 
the bed height, a central section between 25% and 75% of the bed height and a top-section above 188 
75% of the bed height, including the freeboard region. The total circulation time was defined as the 189 
sum of: (1) the time the tracer spends in the bottom-section, (2) the time during which the tracer 190 
moves from the bottom-section to the top-section, (3) the time spent in the top-section and (4) the 191 
down-flow time between the top-section and the bottom-section. As Depypere et al. (2009a) found that 192 
a lot of tracer revolutions did not follow the adopted definition of a circulation, they also introduced the 193 
mean time between two successive circulations, tc-c. In general the latter was found to be about twice 194 
the value of the total mean particle circulation time. 195 
 196 
 197 
3. RESULTS AND DISCUSSION 198 
 199 
3.1. Effect of the particle size on the coating thickness and quality 200 
A first experiment was performed where a mixture of glass beads of different sizes (AF, AC 201 
and C, 33% w/w each) were coated with a sodium caseinate solution, sprayed at 3 bar atomization 202 
pressure. After the coating experiment, for each particle size range, CLSM recordings of 50 glass 203 
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beads were considered in order to obtain the final results of dc,avg, dc,stdev, dc,min and coating quality. 204 
The average values and standard deviations of these results are represented in Figure 2. The results 205 
of average coating thickness are coherent to those found by Depypere et al. (2009b), when working 206 
with AC glass beads and sodium caseinate coatings of increased thickness. 207 
In a mixture of glass beads of different grades, the core particle size had a statistically 208 
significant effect on all four coating parameters considered (p<0.05). It was confirmed that the targeted 209 
average coating thickness (dc.avg), i.e. 5 m, for AC beads was achieved, whereas it was significantly 210 
higher for AF particles and lower for C particles (p<0.05). Figure 3 represents the accumulated 211 
frequency of coating thickness for all 50 glass beads of each size range, where the same trend – the 212 
bigger the particles, the thinner the coating – can be observed.  213 
Under the hypothesis that, in the fluid bed recognized for its excellent mixing capacity, 214 
segregation based on the particle size would not occur, all core particles would have an equal 215 
probability to pass through the coating zone of the spray nozzle. Taking into account the differences in 216 
specific area of the differently sized spherical particles, 250g of AF particles accounts for 53% of the 217 
total core surface area. The same mass of AC particles and C particles accounts for 30% and for 17%, 218 
respectively, of the total core surface area. Under the assumption that the coating would be evenly 219 
distributed per unit core particle surface area, and taking into account equation 1, the theoretical 220 
coating thicknesses would then be 4.24µm, 4.38 µm and 4.46 µm for AF, AC and C glass beads, 221 
respectively.  222 
In practice, using equation 1, and considering the average dc,avg per size (Figure 2), we found 223 
that the mass of protein was indeed unevenly distributed among the different sizes: 61% of the protein 224 
coated AF particles, 26% coated AC particles and only 13% coated C particles. Based on the results 225 
shown in Figure 2 and the fact that, in practice, more coating material was retrieved on the smallest 226 
particles (AF) while less coating material was retrieved on the medium-sized (AC) and largest (C) 227 
particles, the initial hypothesis cannot be maintained and it was assumed that segregation based on 228 
the particle size occurred in the fluidized bed.  229 
Figure 4 shows the combined occupancy and velocity vector plots in the XY-centre plane 230 
(data averaged over a thickness of 20 mm) for two successive PEPT experiments, in which a small 231 
and a big tracer, respectively, were used to follow the motion of a 750g mixture of 33 wt% of glass 232 
beads AF, AC and C, fluidised at Q = 81 m³/h. It can be clearly observed that radial segregation in the 233 
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lower part of the bed took place: here the small particle tended to occupy an annular region close to 234 
the wall in preference to the core; the opposite is true for the large particle. In order to quantify the 235 
radial segregation, the normalised 1D-occupancy was plotted against bed height (Figure 5) for 2 radial 236 
sections: core (20 mm radius around the vertical axis) versus annular section. The extent of radial 237 
segregation is clearly demonstrated in Figure 6. While the big particle predominantly occupied the 238 
core, the smaller one predominantly occupied the annulus in the lower region of the bed. Furthermore, 239 
a small difference can be seen in the powder bed height: 115 mm for the large tracer; 125 mm for the 240 
small tracer. So, in addition to radial segregation, axial segregation due to size difference occurred, 241 
albeit to a smaller extent.  242 
Thirdly, it can be observed from the velocity vector plots that the circulation of the smaller 243 
particle proceeded faster than that of the bigger particle. The total circulation time was quantified as 244 
0.75 s and 1.08 s for the small and the big particle, respectively (Figure 6). This statistically significant 245 
(p<0.001) difference in circulation time was particularly noticeable for (up) and (down), which were 246 
considerably larger when a big particle was used as the tracer. Corresponding values for tc-c, the mean 247 
time between two successive circulations, were 1.57 s and 2.38 s for the small and the big particle, 248 
respectively.  249 
Our findings are in accordance with other segregation studies of a dry pharmaceutical 250 
granulate (with a continuous, bimodal particle size distribution), fluidised in a bench-scale conical 251 
fluidised bed. In their work, Wormsbecker et al. (2005) showed that the largest granules tend to 252 
accumulate at the centre bottom of the conical fluid bed. 253 
Finally, it was also tested whether segregation occurred between small and large particles 254 
belonging to a same grade of glass beads. As the 1D-occupancy lines for the small and large tracer 255 
particle nearly coincided (results not shown), it could be concluded that within one single grade of 256 
glass beads, segregation in the tapered vessel of the GPCG-1 fluidised bed did not occur under the 257 
given circumstances. 258 
 259 
3.2. Effect of particle size distribution on coating thickness and quality 260 
The different fluidization patterns for different core sizes may explain the worse quality of big 261 
particles as compared to small, as represented in Figure 2. The average standard deviation of the 262 
coating thickness distributions (dc,stdev), significantly increased as the beads size was increased 263 
 10 
(p<0.05), which points out the worsening of the uniformity of the coating as the particle size was 264 
increased. Accordingly, the minimum coating thickness (dc,min) showed a significant reduction as the 265 
particle size was increased (p<0.05). The occurrence of non-coated areas was quantified through the 266 
frequency (percentage) of glass beads presenting uncoated areas. These percentages were 2, 42 and 267 
60% for AF, AC and C glass beads, respectively. Being heavier than the smaller particles, big particles 268 
could not easily reach the top of the fluidized bed, which is also the drier zone. Besides, they spent 269 
longer times moving downwards and through the bottom area, as compared to small. This motion 270 
pattern negatively affected the quality, for contact between particles is more likely to happen in these 271 
situations, hindering the proper drying of the coating solution and affecting the homogeneity of the 272 
coating. 273 
The effect of the width of the particle size distribution on the coating properties was analysed 274 
by comparing the coating of AC particles in the experiment described above (section 3.1.) with a 275 
second experiment performed at the same atomization pressure (3 bar) where only AC glass beads 276 
were coated. The results of both experiments are reported in Table 2. It was found that the average 277 
coating thickness (dc,avg) was significantly higher (p<0.05) when only AC particles were used as core 278 
material. As already commented, when the core mixture was coated, the protein distributed unevenly 279 
between the three particle size ranges and only 26% of the total protein (compared to the expected 280 
30%) constituted the coating of AC particles at the end of the experiment. As the particle size 281 
distribution becomes narrower, segregation is less likely to occur. Now, fewer smaller particles 282 
accounting – in relative terms – for more coating coverage, are present, and more protein is available 283 
to coat the core particles whose size is close to 200µm. The effect of the particle size distribution on 284 
the coating thickness is also represented in Figure 7 through the cumulative coating thickness 285 
frequency considering all 50 glass beads of both populations, where the increased value of dc,avg as 286 
the distribution is narrowed can be observed. 287 
The standard deviation of the coating thickness (dc,stdev) was also significantly larger (p<0.05) 288 
when the particle size distribution was narrow, suggesting less uniformity in the coating thickness. 289 
Taking into account the increase of both dc,avg and dc,stdev as the particle size distribution becomes 290 
narrower, this factor did not have a significant effect on the coating quality (p>0.05), nor on the 291 
minimum coating thickness and the percentage of glass beads with uncoated areas.  292 
 293 
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4. CONCLUSIONS 294 
CLSM was acknowledged as a very powerful technique for the characterization of 295 
microparticles and the quantification of coating thickness. In a segregation experiment, the thickness 296 
and quality of the coating was significantly affected by the size of the particles, with the larger cores 297 
being enveloped by thinner and less uniforms coatings while thicker and more uniform coatings were 298 
found around smaller core particles. These results were supported by PEPT findings, given that small 299 
particles were found to rise higher in the powder bed and move faster, as compared to bigger 300 
particles. With cores of a more narrow particle size distribution, segregation was found less likely to 301 
occur. Thicker, but less uniform, coatings were obtained compared to when cores of a wider particle 302 
size distribution are spray coated. Generally, the results reported in this paper provide important 303 
information to understand how core size and particle motion patterns affect the coating thickness and 304 
quality. 305 
 306 
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Figure 1: CLSM image segmentation and further processing protocol 
 
Figure 2: Effect of the glass beads size on the average coating thickness (dc,avg), average 
standard deviation of the coating thickness distributions (dc,stdev), minimum coating thickness 
(dc,min) and coating quality. CLSM coating thickness distribution data of 50 individual 
microparticles per test. A different superscript letter indicates significantly different values 
(p<0.05).  
 
Figure 3: Effect of the glass bead size on the accumulated frequency of coating thickness (50 
glass beads per size range) 
 
Figure 4: Fluidisation of a 33 wt% glass beads AF/AC/C mixture with a small (left) and big (right) 
particle as a tracer (Q = 81 m³/h). 
 
Figure 5. Fluidisation of a 33 wt% glass beads AF/AC/C mixture with a small and big particle as 
a tracer (Q = 81 m³/h): influence of particle size on total mean circulation time,  its breakdown, 
and the mean time between two subsequent circulations, tc-c (). 
 
Figure 6: Fluidisation of a 33 wt% glass beads AF/AC/C mixture: 1-D occupancy of the big 
(circles) and small (squares) particles in the core (closed symbols) and annulus (open symbols). 
 
Figure 7: Effect of the width of the particle size distribution on the accumulated frequency of 
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Table 1: Average diameters, density and shape of core materials (average values and standard 
deviations in brackets) 
 
Table 2: Effect of the width of the size distribution on the average coating thickness (dc,avg), 
average standard deviation of the coating thickness distributions (dc,stdev), minimum coating 
thickness (dc,min) and coating quality of AC glass beads. CLSM coating thickness distribution 
data of 50 individual microparticles per test. A different superscript letter (
xy
) indicates 




Glass beads d32 (m) d43 (m) density (kg/m
3
) 
AF 108.69 (0.06) 110.93 (0.06) 2463 (6) 
AC 196.54 (0.64) 204.18 (0.56) 2467 (3) 
C 338.00 (0.75) 354.64 (0.71) 2481 (8) 





Size distribution wide narrow 















% beads with uncoated areas 42% 42% 
Coating quality 3.86 (1.08)
x
 3.49 (1.01)
x
 
 
Table 2
